W SPECTRUM COMMUNICATIONS CORP.

r RECEIVER FEED-THRU CAP NHOD.'S FIGURE 1
1101 = Mot Used 1107 = COR Qutput. (LD = Rx Sig.)
1102 =" Squelch Pot, (wiper) 1108 = Ground
1103 = Speaker A.F. Qutput 1108 = CTCSS AF Out, (Option).
1104 = 13.8 VDC Input 1110 = Repeat A.F. Pot, (high side)
1105 = § Meter Out 1111 = Mon. Vol. Pot, (wiper)
1106 = Dev. Meter Out 1112-= Disc. Meter(+) Out
HOUSING CONFIGURATION Ltk orsciskeniiad Hu
' 1114 = 9 VDC Out,Squelch High
1115 = LTCSS Trig. 2l
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INTERFACING COR OUTPUT TO EXTERNAL CIRCUITRY FIGURE 2
+5 to 14YDC
see wore 1 2 L Relay,
IN4003 etc.
2A) Transistor Switch/Inverter 2B) Double Transistor Switch/
. No Inversion
+5 to +14vDC
COR Dut
L= squelch
| COR QUT Open.
i HIGH = Sguelch
“ LO = Squelch Closed (Mo
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The 2N2222A will switch up to
25 VDG, at up to 150mA max.

NOTE 1:

Typical relay hook-up is shown
a5 an example.




